FLYPS3.1.6.6 (20090313)

PRODUCT TYPE
FLEGT PERFORMANCE CURVE CP3057.181 HT
DATE PROJECT CURVE NO ISSUE
2012-11-29 53-262-00-0164 2
1/1-LOAD  3/4-LOAD  1/2-LOAD  |RATED IMPELLER DIAMETER
POWER ..... 1.7 kW 116
POWER FACTOR 0.87 0.81 0.70 |STARTING mm
EFFICIENGY 750 % 78.5 % 79509, | CURRENT .. 17 A |MOTOR# STATOR REV
: : : RATED
MOTOR DATA CURRENT.. 3.8 A 13-08-2BB ‘ o1y 10
COMMENTS INLET/OUTLET RSAI\DTEEIED 2700 rom FREQ. PHASES | VOLTAGE POLES
NEVACLOG -/ 50 mm TOT.MOM.OF P 50Hz | 3 400 V 2
IMP. THROUGHLET I\'IgEng:'A--- === GEARTYPE RATIO
48 mm BLADES 1 --- _
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DUTY-POINT FLOW [I/s] HEAD [m]  POWER [kW] EFF. [%] (NPSHR)[m] GUARANTEE O x
1 2.50 16.7 1.50 (1.21) 27.4 (34.7)
B.E.P. 8.66 10.9 1.96 (1.51) 47.6 (61.8) ISO 9906/annex A.2
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FLOW
GUARANTEE BETWEEN LIMITS (G) ACC. TO
Performance with clear water and ambient temp 40 °C ISO 9906/&” nex A2




